
PORT LIFT CFM PORT LIFT CFM

INTAKE 0.100 73.00 EXHAUST 0.100 58.00

INTAKE 0.200 129.00 EXHAUST 0.200 105.00

INTAKE 0.300 184.00 EXHAUST 0.300 142.00

INTAKE 0.400 219.00 EXHAUST 0.400 164.00

INTAKE 0.500 246.00 EXHAUST 0.500 171.00

INTAKE 0.600 256.00 EXHAUST 0.600 174.00

SHORT 7/16" 70FT/LB

LONG 7/16" 80FT/LB

SHORT 1/2" 100FT/LB

LONG 1/2" 110FT/LB

55FT/LB

INSTALLED 1.800"

OPEN 1.250"

170CC AS CAST FORD WINDSOR FLOW 

HEAD SPECIFICATIONS

MATERIAL A356 ALLUMINIUM

CHAMBER SIZE 60CC

INTAKE PORT CC 170CC

INTAKE PORT SIZE 29MM X 51MM

EXHAUST PORT CC 60CC

EXHAUST PORT SIZE 32MM X 34MM

VALVE GUIDE MANGANESE BRONZE

ROCKER STUD THREAD 7/16-14

VALVE ANGLE 20°

DECK THICKNESS .625"

MAX VALVE LIFT .550"

PUSHROD SIZE 5/16"

VALVE SPECIFICATIONS RECOMMENDED TORQUE SPEC

VALVE JOB 3 ANGLE

INTAKE VALVE 2.02" X 4.915" X .342" HEAD BOLTS

EXHAUST VALVE 1.60" X 4.915" X .342"

VALVE SEAL VITON

COLLETS 7° - SINGLE GROOVE

VALVE SPRING SPECIFICATIONS

DIAMETER 1.460" ROCKER STUDS

ARP154-3605(7/16")

STYLE SINGLE W/ DAMPENER

PRESSURES

125LB

ARP1543603(1/2")

HEAD STUDS ARP154-4003(1/2")

SPARK PLUG CHAMPION RC12YC 

325LB

RECOMMENDED EXTRAS

HEAD BOLTS


